
Features

• 6 bi na ry inputs

• 2 di gits red LED display

• com pact design

General

The SO 1463 has 6 in puts for pro ces sing bi na ry sig -

nals. The bi na ry in put va lu es are dis play ed as 2 di -

gits de ci mal values. 

The de vi ce is de sig ned for switch bo ard moun ting.

Tech ni cal data

In puts: bi na ry in puts; high side swit ched

Po wer supp ly: 18-36 VDC

Po wer con sump ti on: 8 mA max.

Or der key
SO 1463

Con nec ti on
Di men sions

Display For Binary Inputs
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Tech ni cal Sub jects To Chan ge SO1463/07.21
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18...36 VDC
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1 : binary input 2  

1
2 : binary input 2  

2
3 : binary input 2

3
4 : binary input 2

4
5 : binary input 2

56 : binary input 2
7 : ground
8 : power supply 18...36 VDC
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Moun ting
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Tech ni cal Sub jects To Change SO1463/07.21

Switchboard cut-out

red filter glass

frontframe

switchboard cut out

PCB

M3 nuts to fix the PCB
to the frontframe

M2.5 screws to fix the device in the switchboard

1. Attach the filter glass to the frontframe
2. Attache the frontrame to the switchboard cut out
3. Attach the PCB to the frontframe and fix it with  two M3 nuts
4. Fasten the two M2.5 srews to fix the device to the switchboard
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